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INTRODUCING

The ultimate anchoring adhesive for all your structural 
anchoring needs on rebar, threaded rods and bolts.



Product Property
Anchor Size
M8 - M30
(average value)
[N/mm2]

Sika AnchorFix®-3030
Bond Strength Wet/Dry EOTA TR029 Threaded rods Uncracked concrete 12.9

Bond Strength Wet/Dry EOTA TR029 Threaded rods Cracked concrete 8.7

Leading competitor
Bond Strength Wet/Dry EOTA TR029 Threaded rods Uncracked concrete 11.9

Bond Strength Wet/Dry EOTA TR029 Threaded rods Cracked concrete 5.9

Sika AnchorFix®-3030
Bond Strength Wet/Dry EOTA TR029 Rebars Uncracked concrete 10.4

Bond Strength Wet/Dry EOTA TR029 Rebars Cracked concrete 7.8

Leading competitor
Bond Strength Wet/Dry EOTA TR029 Rebars Uncracked concrete 8.8

Bond Strength Wet/Dry EOTA TR029 Rebars Cracked concrete 6.7

Sika AnchorFix®-3030
THE ULTIMATE ANCHORING ADHESIVE FOR ALL YOUR 
STRUCTURAL ANCHORING NEEDS ON REBAR, THREADED 
RODS AND BOLTS.

Sika AnchorFix®-3030 is an epoxy resin based, 2-part, thixotropic, high performance 
anchoring adhesive for anchoring threaded rods and reinforcing bars in both cracked and 
uncracked concrete dry or damp concrete.

■  Fast curing
■  Standard guns can be used
■  High load capacity
■  Suitable for cracked concrete

CERTIFICATION
■  Drinking water certified (WRAS)
■  LEED certification
■  ETAG 001 Approval

PERFORMANCE COMPARISON
According to the ETA’s one can compare the following values:
Leading competitor vs Sika AnchorFix®-3030 in cracked and uncracked concrete.
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